NORTH BEAVER TOWNSHIP

861 Mt. Jackson Road, New Castle, PA 16102
Phone: 724-667-7956
724-656-9300 (POLICE)
724-667-7994 (FAX)

Office Hours: 9:00 a.m. to 3:00 p-m. Monday thru Friday

Small Project Stormwater Management Application

Responsibility of Ap plicant;

Any Applicant proposing activities that create impervious surfaces**, unless specifically
exempted in Section 302E of the North Beaver Township Act 167 Stormwater

Management Ordinance, must complete Table E-1 of the Small Project Stormwater
Management Application.

**Impervious surfaces include, but are not limited to, roofs, patios, garages, storage
sheds, barns, pole buildings, and similar structures, and any new gravel areas,
streets, sidewalks and gravel/paved driveways. Agricultural buildings are not
exempt from the requirements of said ordinance.

The Applicant can obtain credit for any existing impervious surfaces that will be removed
as part of the proposed improvements and if located within the same watershed. The
Applicant can subtract the area of existing removed impervious surfaces within Table E-

1. Existing Gravel is not considered impervious and credit cannot be obtained for
existing removed gravel areas.

1. If'the sum of the Total Impervious Surface Area to be managed is LESS THAN

2,500 square feet, read, acknowledge, and sign the first page of the Small Project
Stormwater Management Application.

2. If the sum of the Total Impervious Surface Area to be managed is GREATER
THAN OR EQUAL TO 2,500 square feet and LESS THAN 5,000 square feet, the
Applicant shall complete the remainder of the Small Project Stormwater
Management Application. The Applicant must also comply with Article V —
Operation and Maintenance of the Stormwater Management Ordinance and

provide the Municipality with an Operation and Maintenance Agreement as per
Appendix C.

3. If the sum of the Total Impervious Surface Area to be managed is GREATER
THAN OR EQUAL TO 5,000 square feet, the Applicant shall comply with
Article ITI -~ Stormwater Management Standards, Article IV — SWM Site Plan and
Report Requirements and Article V — Operation and Maintenance.



Lawrence County
Small Project Stormwater Management Application

As required by the Municipality's Act 167 Stormwater Management Ordinance?, a Small Project Stormwater Management
Plan is required whenever more than 2,500 square feet of impervious surface is proposeds. Impervious surfaces are areas
that prevent the infiltration of water into the ground and shall include, but not be limited to, roofs, patios, garages, storage
sheds and similar structures, and any new streets or sidewalks.

Table E-1
To Calculate Impervious Surfaces Please Complete This Table :
Surface Type Length X Width = | mpz;g;:::fseﬂrea
Building (area per X =
downspout) X =
X -
X =
Driveway X =
X =
x =
Parking Areas X =
X =
X =
Patios/Walks X =
X =
X =
X =
Other X =
x -
X =
Total Impervious Surface Area to be Managed (Sum of All Areas)

If the Total Impervious Surface Area is LESS THAN 2,500 Square Feet, read, acknowledge, and sign below.

If the Total Impervious Surface Area is GREATER THAN OR EQUAL TO 2,500 Square Feet, complete the
remainder of the Application.

Property Owner Acknowledges that submission of inaccurate information may result in a stop work order or permit
revocation. Acknowledgement of such is by signature below. | declare that | am the owner or owner's legal
representative. | further acknowledge that the information provided is accurate and Municipal employees are granted
acgcess to the above-described property for review and inspection as may be required.

Signature Date

2 The municipality can require the applicant to provide supplemental and additional information beyond the Small Project SWM
Application if there is a threat to property, health or safety.
¥ Refer to Ordinance Section 501, Responsibilities for justification of this application
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CREDITS

Credit 1: DISCONNECTION OF IMPERVIOUS AREA

When runoff from impervious areas is directed to a pervious area that allows for infiltration, filtration, and increased
time of concentration, all or parts of the impervious areas may qualify as Disconnected Impervious Area (DIA). Using
the criteria below, determine the portion of the impervious area that can be excluded from the calculation of total

impervious areas.

Criteria: An impervious area is considered to be completely or partially disconnected if it meets the requirements

below:

*  Rooftop area draining to a downspout is <500 sf

» Paved area draining to a discharge is <1,000 sf

¢ Flow path of paved impervious area is not more than 75

* Soil at discharge is not designated as hydrologic soil group “D”

¢ Flow path at discharge area has a positive slope <5%

*  Gravel strip or other spreading device is required at paved discharges

* Flow path cannot include impervious surfaces and must be at least 15’

Length of Flow DIA 1
Path from .
Discharge Point" Credlt
Factor
0-14 1.0
15-29 0.8
30-44 0.6
45-59 04
60-74 0.2
75 or More 0]

from any impervious surfaces

Table E-2 —‘
Calculate DIA Credit and Required Capture Volume
Proposed Impervious DIA Impervious s
Surface Type Area (from previous | X | Credit | = | Area fo be = | Required Capture
Volume (ft3)
sheet) Factor Managed
Building (area per X = 6| = ]
downspout)
X = 6| =
X = 6| = |
X = 6| =
Driveway X = 6| =
X = 6| =
X = 6| =
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Parking Areas X = +[6[=
X = +[6]=
X = +[8|=
Patios/Walks X = + 6= |
X = | 8| =
X = «|6|=
X = + 6=
Other X = + 68| =
X = 6] =
X = + 6=

Small Project SWM Plan Worksheet - Instructions

The Stormwater Management Ordinance developed through the Lawrence County Act 167 Stormwater Management
Plan regulates compliance requirements for Stormwater Management in this jurisdiction. A complete copy of the
ordinance can be obtained by contacting the Lawrence County Planning Department. Regulated activities shall be
conducted only after the Municipality approves a stormwater management plan. The Lawrence County Act 167
Stormwater Management Plan will assist you in preparing the necessary information and plans for the Municipality to
review and approve. This document will constitute an approved plan if all of the relevant components are installed in
their entirety AND no part of the stormwater system adversely affects any other property, nor adversely affect any
septic systems or drinking water wells on this, or any other, parcel. If an alternative system is to be used a plan will

need to be submitted to the Municipality for approval. A design by a Qualified Professional may be required for sites
that are more complex.

Construction details and materials for Stormwater BMPs can be found in the PADEP Stormwater Management BMP
Manual (current version) at;

(http://www.depweb.state.pa.us/portaliserver.pt/community/best mana ement_practices manual/10631). All BMPs
must be installed in their entirety AND the BMPs will be located as not to adversely affect other property, nor any
septic systems or drinking water wells on this, or any other, parcel.
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Small Project SWM Plan Worksheet

Based upon the information you have provided, a Stormwater Plan IS Required for this development activity. The
Stormwater Management Ordinance developed through the Lawrence County Act 167 Stormwater Management Plan

regulates compliance requirements for Stormwater Management in this jurisdiction. A complete copy of the Plan can be
obtained from the Lawrence County Department of Planning.

Regulated activities shall be conducted only after the Municipality approves a stormwater management plan. The

Lawrence County Act 167 Stormwater Management Plan will assist you in preparing the necessary information and plans
for the Municipality to approve. This document will constitute an approved plan if all of the relevant details are to be
installed in the entirety AND no part of the stormwater system adversely affects any other property, nor adversely
affects any septic systems or drinking water wells on this, or any other parcel. If an altemative system is to be used

“a plan will need to be submitted to the Municipality for approval. A design by a qualified professional may be required for
more complex sites,

]

PLEASE INITIAL BELOW TO INDICATE THE STORMWATER MANAGEMENT PLAN COMPONENTS FOR THIS SITE

Minimum Control #1 Erosion and Sediment Pollution Control
Minimum Control #2 Preservation of Natural Drainage Systems and Outfalls

The relevant details from the Lawrence County Act 167 Stormwater Management Plan will be
installed in their entirety AND the systems will be located as not to adversely affect other property,
nor any septic systems or drinking water wells on this, or any other parcel.

To meet this requirement as well as State Water Quality requirements, the following must be
installed and maintained:

Capture Volume to be Managed (ft3) Conversion | Surface Area of BMP (ft2)
By Rain Garden
6" Ponding; 2' Soil Depth X 120
Dry Well or Infiltration Trench X 195
2'-6”,Aggregate Depth '
‘Total Total;

In lieu of mesting the above, an alternative and/or professional design is attached for approval AND the

system will be located as not to adversely affect other property, any septic systems or drinking water
wells on this, or any other, parcel.
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Site Sketch Plan showing:

= Property lines with dimensions

*  Proposed buildings with dimensions

*  Proposed impervious surfaces with dimensions

Operation and Maintenance Agreement

Proposed septic system, if applicable
Proposed well site, if applicable

Proposed stormwater managements
system(s)

Condition on approval - The stormwater management plan must be fully implemented prior to a request for final

inspection of the building or zoning permit.

Acknowledgement - By executing below, the Owner acknowledges the following:

®  Ideclare that | am the owner of the property.

*  The information provided is accurate.

*  lHurther acknowledge that municipal representatives are granted access to the above-described property for

review and inspection as may be required.

(Owner Signature)

(Print Name)

E-7
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requirements under Title 25 of the Pennsylvania Code and the Clean Streams Law. Various BMPs
and their design standards are listed in the Erosion and Sediment Pollution Control Program
Manual (E&S Manual), No. 363-2134-008 (April 15, 2000), as amended and updated.

Section 302. Exemptions
A. Under no circumstance shall the Applicant be exempt from implementing such measures as
necessary to:

1. .Meet special requirements for projects within High Quality (HQ) and Exceptional Value
(EV) watersheds (Section 307.G).

B. The Applicant must demonstrate that the following BMPs are being used to the maximum
extent practicable to receive consideration for the exemptions:

1. Design around and limit disturbance of Floodplains, Wetlands, Natural Slopes over
15%, existing native vegetation, and other sensitive and special value features.

Maintain riparian and forested buffers.
Limit grading and maintain non-erosive flow conditions in natural flow paths.
Maintain existing tree canopies near impervious areas.

IS

Minimize soil disturbance and reclaim disturbed areas with topsoil and vegetation.
6. Direct runoff to pervious areas.

C. The Applicant must demonstrate that the proposed development/additional impervious area
will not adversely impact the following:

1. Capacities of existing drainage ways and storm sewer systems.
. Velocities and erosion.
Quality of runoff if direct discharge is proposed.

2

3

4. Existing known problem areas.

5. Safe conveyance of the additional runoff,
6

Downstream property owners.
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D. An Applicant proposing Regulated Activities, after demonstrating compliance with Sections
302.A, 302.B, and 302.C, may be exempted from various requirements of this Ordinance
according to the following table:

Table 302-1
0 SF < new impervious area <1000 SF Required: Exempt from additional
requirements

1000 SF < new impervious area < 2500 SF | Required: Small Project SWM
Application' (See Appendix F)

2500 SF < new impervious area < 5000 SF | Required: Volume Control (Section 304)
and Small Project SWM Application (See
Appendix F)

5000 SF =< new impervious area Required: Peak Rate Control (Section
. 305), Volume Control (Section 304), and
Stormwater Management Site Plan

All Regulated Activities must comply with the State Water Quality Requirements.

% E. New Single Family Residential activities on a single lot are exempt from the requirements of
Section 304 - Volume Control, Section 305 - Peak Rate Control, and from the submission of a
Small Project SWM Application provided the construction:

1. Complies with Sections 302.A, 302.B, 302.C, and
2. Has building setbacks of at least 75 feet from downslope property lines, and
3. Driveways:

a. Runoff must discharge onto pervious surface with a gravel strip or other
spreading device.

b.  No more than 1,000 square feet of paved surface may discharge to any one
point.

c. For each discharge point, the flow length on the pervious surface must exceed
the flow length on the paved surface flow."

F. North Beaver Township may accept alternative stormwater management controls under this
section provided that:

! North Beaver Township can require the applicant to provide supplemental and additional information beyond the Small Project
SWM Application if there is a threat to property, health or safety
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